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workers to levels that are ALARA; 
confinement and ventilation shall nor-
mally be used. 

(d) The design or modification of a 
facility and the selection of materials 
shall include features that facilitate 
operations, maintenance, decontamina-
tion, and decommissioning. 

[58 FR 65485, Dec. 14, 1993, as amended at 63 
FR 59686, Nov. 4, 1998; 72 FR 31927, June 8, 
2007] 

§ 835.1003 Workplace controls. 
During routine operations, the com-

bination of engineered and administra-
tive controls shall provide that: 

(a) The anticipated occupational dose 
to general employees shall not exceed 
the limits established at § 835.202; and 

(b) The ALARA process is utilized for 
personnel exposures to ionizing radi-
ation. 

[63 FR 59686, Nov. 4, 1998, as amended at 72 
FR 31927, June 8, 2007] 

Subpart L—Radioactive 
Contamination Control 

SOURCE: 63 FR 59686, Nov. 4, 1998, unless 
otherwise noted. 

§ 835.1101 Control of material and 
equipment. 

(a) Except as provided in paragraphs 
(b) and (c) of this section, material and 
equipment in contamination areas, 
high contamination areas, and airborne 
radioactivity areas shall not be re-
leased to a controlled area if: 

(1) Removable surface contamination 
levels on accessible surfaces exceed the 
removable surface contamination val-
ues specified in appendix D of this part; 
or 

(2) Prior use suggests that the remov-
able surface contamination levels on 
inaccessible surfaces are likely to ex-
ceed the removable surface contamina-
tion values specified in appendix D of 
this part. 

(b) Material and equipment exceeding 
the removable surface contamination 
values specified in appendix D of this 
part may be conditionally released for 
movement on-site from one radio-
logical area for immediate placement 
in another radiological area only if ap-
propriate monitoring is performed and 

appropriate controls for the movement 
are established and exercised. 

(c) Material and equipment with 
fixed contamination levels that exceed 
the total contamination values speci-
fied in appendix D of this part may be 
released for use in controlled areas out-
side of radiological areas only under 
the following conditions: 

(1) Removable surface contamination 
levels are below the removable surface 
contamination values specified in ap-
pendix D of this part; and 

(2) The material or equipment is rou-
tinely monitored and clearly marked 
or labeled to alert personnel of the con-
taminated status. 

§ 835.1102 Control of areas. 
(a) Appropriate controls shall be 

maintained and verified which prevent 
the inadvertent transfer of removable 
contamination to locations outside of 
radiological areas under normal oper-
ating conditions. 

(b) Any area in which contamination 
levels exceed the values specified in ap-
pendix D of this part shall be con-
trolled in a manner commensurate 
with the physical and chemical charac-
teristics of the contaminant, the radio-
nuclides present, and the fixed and re-
movable surface contamination levels. 

(c) Areas accessible to individuals 
where the measured total surface con-
tamination levels exceed, but the re-
movable surface contamination levels 
are less than, corresponding surface 
contamination values specified in ap-
pendix D of this part, shall be con-
trolled as follows when located outside 
of radiological areas: 

(1) The area shall be routinely mon-
itored to ensure the removable surface 
contamination level remains below the 
removable surface contamination val-
ues specified in appendix D of this part; 
and 

(2) The area shall be conspicuously 
marked to warn individuals of the con-
taminated status. 

(d) Individuals exiting contamina-
tion, high contamination, or airborne 
radioactivity areas shall be monitored, 
as appropriate, for the presence of sur-
face contamination. 

(e) Protective clothing shall be re-
quired for entry to areas in which re-
movable contamination exists at levels 
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